
Cubix
Ashtray

Design

Cubix Ashtray in size 2,5 litres, manufactured in galvanized steel. The Cubix has a black top with a graphite gray

container. Easy to empty, there is also a lockable model on request. To open the ashtray, lift the lid and tip the

container. Black upper part with graphite gray container. Easy to attach to the wall. Can be attached to a post with

hose clamps.
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Dimensions and weight Height: 14,5 cm

Ø: 15 cm

Vikt: 2 kg

Product numbers and
combinations

Ö16-73/CX  Cubix Ashtray, 2.5 liters in steel. For mounting on a post or wall.

Standard colours

Materials and surface
treatments

Steel

Nola uses high-quality steel with good strength in our products. Steel rusts if left

untreated and must therefore be surface treated. 

Electrogalvanized

Electrogalvanizing (also known as zinc plating) provides corrosion protection

through the sacrifice of zinc ions. It is created via a zinc coating on the steel using

an electric current.

Powder coating

Powder coating is a coating that is applied as a free-flowing, dry powder. Unlike

conventional liquid paint, powder coating is usually applied electrostatically and

then cured under heat or with ultraviolet light. The result is an even, hard-wearing

coloured surface with the desired gloss level.

Assembly and placement For mounting on a pole or against a wall.

Maintenance Powdercoated steel

Products that are powder-coated can be touch-up painted with alkyd paint.

Read more in our general maintenance advice at nola.se/en/care-and-
maintenance
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